


Technical Data:- 

Performance:-  

Magnetic Performance:   htgnertS dradnatS - ssuaG 000,7 
9,000 Gauss - High Strength  

Performance Reading:   On tube surface 
Magnetic Material:    Rare Earth Neodymium Iron Boron 
Magnet Grade:    N45 – Inspected & confirmed via hystergraph prior to use  
Temperature:    -20º C/ + 90º C 
Pressure:    +/- 0.2 Bar 

Materials:- 

Housing:     316 Grade Stainless Steel 
Other Parts:    316 Grade Stainless Steel 
Surface Finish:    Brushed internally/externally to 1.2µm
Sealing:     Self adhered white foam 
Tri-cone Nuts:    Brass & Moulded Plastic

Options:-
Stainless Steel toggle clamps  High temperature Samarium Cobalt magnetic material, + 250º C 
Overpressure to +/- 10 Bar  Sizes up to 1000mm Ø or square 
304 Grade Stainless Steel  Pharmaceutical specification 
ATEX certified   Flanged to suit 
Safety relay switches  Metal detectable Silicon rubber seal – Dark blue, FDA Approved 
Grid support track system 

Sizes:- 

Part No                 Inlet/Outlet A   Width B             Depth C         No Rods    Weight Kgs  
Round     ( mm / “ ) 
ECHS100    100 / 4” Ø     158  164              2               7   
ECHS150    150 / 6” Ø     208  214                3                   9       
ECHS200    200 / 8” Ø     258  264              4                  18 
ECHS250    250 / 10” Ø     308  314              5                  23 
ECHS300    300 / 12” Ø     358  364              6                  27 
ECHS350    350 / 14” Ø     408  414              7                   32 
ECHS400     400 / 16” Ø     458  464              8                   41 

Square 
ECHS1010   100 / 4” Sq     108  100              2                     5 
ECHS1515   150 / 6” Sq     158  150                2             6 
ECHS2020   200 / 8” Sq     208  200                3             8 
ECHS2525   250 / 10” Sq     258  250                4             16 
ECHS3030   300 / 12” Sq     310  300                       5                  20   
ECHS3535   350 / 14” Sq     360  350                       6                  25 
ECHS4040  400 / 16” Sq     410  400              7                   29 

Round. Square.

Single Row Housed 
Easy Clean Magnet 
High Intensity – Rare Earth 

All dimensions in mm


